


Australian Standard AS 1940 (1993). *The Storage and Handling of Flammable and Combustible Liquids*

Australian Standard AS 4452 (1997). *The Storage and Handling of Toxic Substances*

Australian Standard AS 3780 (1994). *The Storage and Handling of Corrosive Substances*


References


Department of Infrastructure, Planning and Natural Resources (2004). *Botany Groundwater Strategy*.

Department of Urban Affairs and Planning (2001). *Botany/Randwick Industrial Area Land Use Safety Study*.

Department of Urban Affairs and Planning (1999). *Is an EIS Required?*


Kinhill Consulting Engineers (1990). *Proposed Third Runway Sydney (Kingsford Smith) Airport Draft EIS*


References


NSW Department of Energy, Utilities and Sustainability (2003). Greenhouse Gas Benchmark Rule (Compliance) No. 1


NSW Department of Infrastructure Planning and Natural Resources (2004). Botany Groundwater Strategy (July, 2004)

NSW Department of Infrastructure Planning and Natural Resources (1992). Hazardous Industry Planning Advisory Paper No. 4, 'Risk Criteria for Land Use Safety Planning' (HIPAP 4)


NSW Department of Land & Water Conservation (1997). The Acid Sulfate Soil Risk Map No.93 (Botany Bay) (Ed.2).


NSW Environment Protection Agency (2001). Approved Methods and Guidance for the Modelling and Assessment of Air Pollutants in NSW.

NSW Environment Protection Agency (2001a). Approved methods for the sampling and analysis of air pollutants in NSW.

NSW Environment Protection Agency (2001b). Draft Policy: Assessment and Management of Odour from Stationary Sources in NSW.


References

Orica Engineering Pty Ltd (2003). Botany Groundwater Project Groundwater Cleanup Plan (Document No. EN1591-00-10-001 Revision 0)


Sinclair Knight Consulting Engineers (1992). Catchment Management Study – Floodvale and Springvale Drains, Botany


References


URS Australia Pty Ltd (Feb 2004). *Penrhyn Estuary Baseline Survey - Surface Water and Groundwater Discharge.*


